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DRIVEWAY NOTE:

REMOVAL LIMITS OF ASPHALT

DRIVEWAYS WILL BE FIELD

LOCATED BY THE ENGINEER.

PROJECT LIMIT

INSTALL BUTT JOINT PER DETAIL

PROJECT LIMIT

INSTALL BUTT JOINT PER DETAIL

PROJECT LIMIT

INSTALL BUTT JOINT PER DETAIL

PROJECT LIMIT

INSTALL BUTT JOINT PER DETAIL

EXISTING PAVEMENT TO BE REMOVED;  EXISTING BASE

COURSE TO BE SHAPED AT 2.0% CROWN TYPICAL

(EXCEPT WHERE NOTED), ADDITIONAL 

3

4

" AGGREGATE

BASE PLACED AS NECESSARY AND COMPACTED; AND

ASPHALT PAVEMENT INSTALLED PER TYPICAL SECTION.

RECONSTRUCT CATCH BASIN (24"X36")

CHIMNEY AND RESET FRAME  AND GRATE

REMOVE AND REPLACE 8 LF OF CURB

AND GUTTER

SANITARY MANHOLE

HYDRANT

WATER VALVE

ELECTRIC LINE

ELECTRIC PEDESTAL

PAD MOUNT TRANSFORMER

TELEPHONE LINE

TELEPHONE PEDESTAL
CATV PEDESTAL

CATV LINE

GAS MAIN

POWER POLE

DECIDUOUS TREE CONIFEROUS TREE

GUARD POST

YARD LIGHT

BUSH

BEARING BASE: GRID NORTH, WISCONSIN

COORDINATE SYSTEM, SOUTH ZONE.

ALL ELEVATIONS REFER TO NATIONAL

LEGEND:

GEODETIC DATUM OF 1929.

SIGN

SANITARY SEWER

CATCH BASIN

BASED UPON NAD 1927.

RECONSTRUCT CATCH BASIN (24"X36")

CHIMNEY AND RESET FRAME  AND GRATE

REMOVE AND REPLACE 8 LF OF CURB

AND GUTTER

RECONSTRUCT CATCH BASIN (24"X36")

CHIMNEY AND RESET FRAME  AND GRATE

REMOVE AND REPLACE 8 LF OF CURB

AND GUTTER


